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Wm. If.Wood fr. Co,Bo»*on. 


y 


Col.O.C*Bosbyshell, 


Philadolphia f Pa. 


Dear Sir,—In response to your verbal Inquiry of last evening regarding such 
specifieations as are necessary for hydrostatic coining press— If the press 
should be built by either the Farrel Foundry A Machine Co.or the Waterbury Machine 
Co.,their standards cure such that the specifications for material need not be at 
all explicit,their standard of construction and materials being such that the 
quality of material and workman ship could not be called in question in any oase. 

The points which you will have to decide on in making out the specif!cations 
would be the requirements in the amount of room for your dies, a good way to state 
that being to send drawing of the largest size die holder and dies. 

Also|the amount of stroke required in the press,which would be measured by 
the thickness of the die holders and dies,together with the requisite distance 
between the upper platen and the upper die holder when the press is fully down, 
that distance being the measure of the room required by the operative to place 

f 

the dies in position. 

It would be well to state also whether you want to use a quick acting punp 


or one which will work more slowly. The quick acting punp would usually have 
plungers of 1 l/i* diameter,enabling you to strike five or six pieces a minute, 
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while the slow acting pump would have plungers 5/8 to 3/4* diameter,enabling you 
to strike not more than one or one ted a half pieces per minute* 

The cylinder should be a steel forging,lined with copper to prevent rusting 

in ease water be used as a hydrostatic medium* 

The difference in price between the slow and qpick acting pumps would be a 

« « 

matter of periiaps (400*00 to; ( 450 * 00 * 

In case you should conclude to ask for figures of these two concerns it 

• • ’ ’ A- * 

* • - I 

# * * ’ * « • • 

# * • „ I * 

would be fully as well to ask. them for their standard pattern in ease you are 

X ' . • • • ... • 

a • • • 

**.• • " ' . • • , 

pleased with it after having seen one at the Keystone Watch Co* The Waterbury 

• .,*. # • ••*. . * i * • 

* * 

* 

Machine Company’s pattern varies from that only in a few unimportant particulars, 

4 » ' . # , * •* • 

• • • • « , , 

• / * 

• * • 

and is to all intents and purposes exactly as good a press* 

* • 

a * ' ' * 

Both of them have quick acting and positive automatic tripping valve,which 


is controlled by 


^ ■ **•• 

pressure and is regulated by a spring and screw to trip 


at any desired pressure from ten tons to the full capacity of the press* 


» » * • r 


Yours truly, 
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The Scovill Mfg. Company, 

Waterbury, Conn. 

June 21, 1892 
5361 

Col. O.C. Bosbyshell, 

Philadelphia, Pa. 

Dear Sir, — 

In response to your verbal inquiry of last evening regarding such specifications as are 
necessary for hydrostatic coining press - If the press should be built by either the Farrel Foundry 
& Machine Co. or the Waterbury Machine Co., their standards are such that the specifications for 
material need not be at all explicit, their standard of construction and materials being such that 
the quality of material and workman ship could not be called in question in any case. 

The points which you will have to decide on in making out the specifications would be 
the requirements in the amount of room for your dies, a good way to state that being to send 
drawing of the largest size die holder and dies. 

Also, the amount of stroke required in the press, which would be measured by the 
thickness of the die holders and dies, together with the requisite distance between the upper 
platen and the upper die holder when the press is fully down, that distance being the measure of 
the room required by the operative to place the dies in position. 

It would be well to state also whether you want to use a quick acting pump or one which 
will work more slowly. The quick acting pump would usually have plungers of 1 * 4 ” diameter, 
enabling you to strike five or six pieces a minute, while the slow acting pump would have 
plungers 5/8 to M” diameter, enabling you to strike not more than once or one and a half pieces 
per minute. 

The cylinder should be a steel forging, lined with copper to prevent rusting in case water 
be used as a hydrostatic medium. 

The difference in price between the slow and quick acting pumps would be a matter of 
perhaps $400.00 to $450.00. 

In case you should conclude to ask for figures of these two concerns it would be fully as 
well to ask them for their standard pattern in case you are pleased with it after having seen one at 
the Keystone Watch Co. The Waterbury Machine Company’s pattern varies from that only in a 
few unimportant particulars, and is to all intents and purposes exactly as good a press. 

Both of them have quick acting and positive automatic tripping valve, which is controlled 
by the pressure and is regulated by a spring and screw to trip at any desired pressure from ten 
tons to the full capacity of the press. 
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Yours truly, 
CP.Goss, 
pi. E.O. Goss 

[Noted on back of letter:] 

8/3 N. 19’ 



